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ITEM DESCRIPTION PART NO.

FAT-TIRE {WALL-RACK} RAIL 17554

2 | FAT-TIRE {WALL-RACK} LOOP 17556

w o
o

FAT-TIRE {WALL-RACK} PLATE 17557

NOTES:

—

. ALL MATERIALS MUST BE CLEAN AND FREE OF
MILL LUBRICATION

2. ANY BLEMISHES OR RUST WILL NOT BE ALLOWED
ON COMPLETED PRODUCTS

. ALL WELDS TO BE 3/32"

. WELD SPATTER IS NOT ALLOWED

. WELDS MUST BE CONTINUOUS AND WITHOUT GAPS

MULTIPLE PASS WELDS ARE NOT ALLOWED

. WELD PROCESSES MUST ADHERE TO GENERAL
RECOGNIZED WELD PRACTICIES

. WELDS MUST BE WIRE BRUSHED OR SANDED

9. UNDERCUTS, PITS AND VOIDS ARE NOT ALLOWED
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B ‘ CHANGED WIRE SIZE FROM 12" BTO 38" & ‘ 020619
POWDER COATED PAINT SPECS: SHEET 1 OF 1 & | pe— o
= } TOLERANCES UNLESS F-RACK {FAT-TIRE
%' %EBE _ II{\Z;LCH 822(214‘1%11{%514 OTHERWISE SPECIFIED: { ; Saf
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3. BLACK = AKZOQN001U ; BOBSLYH  08/09/18 ) Cycle Safe
4, WHITE = R&H?30-1009*B X 030 CHECKED 020619 5211 CASCADE ROAD - SUITE 210
_ XX 010 GRAND RAPIDS, MI 49546
5. SILVER = PPG PCUQ75100 XXX 005 APPROVED  DATE www.cyclesafe.com
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